Process Summary Sheet for HerdingP eq \o\ac(○,R)P Collector(s)   

Data                                                 Please fax back to：

Company name                                         Fax：(010)64379284        

Contact                                               

Address                                               

                                                      

Phone/Fax                                            

                                                      

E-mail                                   

U1.Filter unitU                      indoor                      outdoor

Ambient temperature:          min.             ℃         max.             ℃

Operating temperature:         min.             ℃         max.             ℃

Exhaust air rate:                                      mP3P/h

Altitude above sea level of plant:               m

Operation hours/day:                            hrs per day

Operation days/week:                          days per week 

U2.Process 

Describe process generating dust/fume/mist:

                                                                                

Chemical or common name of dust/fume/mist:

                                                                               

Collecting system:               object                closed system              hall  

U3.Characteristics of product/dust

adhesive       conductive        hazardous to health     abrasive       agglomerate  electrostatic chargeable            containing oil          hygroscopic      toxic      fibrous

explosive=        Kst          bar m/s & Pmax:             bar

dust ex-class:             St1        St2        St3                                      

fire hazard           combustion zone :                       1,2,3,4,5,6

Minimum ignition of product/dust:        <3mJ           >3mJ                   mJ           

If explosive ,the distance from outside wall will be:             m approx.

Particle shape :           platelets         shavings       ball-shape        fibres

Particle size distribution :                  [d50/×%<2μm]

Particle size distribution of  the dust/product (assign 0~100%,by weight):

                    >1μm             >1~5μm             6~10μm

                       >11~50μm        >50~100μm          >100μm

Dust output:          continuous       discontinuous

Bulk density:                    g/liter

Inlet loading:                    g/mP3

Dust density:                      g/liter=kg/mP3P  

Temperature of dust:                ℃  

Max. allowable discharge of particles in clean gas air:              mg/ mP3P
Density of dust:               g/liter=kg/mP3P  

Product recovery:           Yes                  No

U4.Air

     corrosive           toxic         fire hazard       hazardous to health        explosive      

Air condition to collector/humidity:    low           %

Total system static pressure (extern ,dust work , etc.):                Pa (without filter unit )      

Recirculation of cleaned air to working room:             Yes                  No

U5.Electrical and design data for unit

Power supply for unit available:                400VAC/50Hz  or                  

Solenoid valves for unit in :                    24VDC       or      110VAC/60Hz

                                                               230VAC/50Hz

Filter unit with:

Dust discharge:                dust bin(s)        rotary vavle          screw  conveyor

Fan for unit:                    Yes                  No

Silencer for unit:                 Yes                  No

Acoustic hood for unit            Yes                  No

Protection of electrical parts:     IP54   or         IP65     or                     

Collector built of :         -cabon steel               Yes               No

                        -stainless steel         only raw gas section in stainless steel?

                                              Raw and clean gas section in stainless steel?

                                         Compressed air tank in clean gas section in stainless steel?

U6.Collector qualifications

Describe past dust/fume/mist/collection and any problems or issues:

                                                                                

Describe any space constraints:

                                                                                

Provide sketch of process on separate sheet (include all available dimensions)

Dust sample sent out to Herding GmbH Filtechnik           Yes                No

Review and supply customer specification attached:                  Yes                No

Review and supply customer MSDS                              Yes                No

Any factory standards to consider?                                Yes                No

If yes , please send factory standards specifications to CATICO.
    Signature of (potential) customer

